
Fitting Instructions

Under Protections
Toyota LC 250

This manual contains the Toyota LC 250 fitting instructions for:

Radiator Skip Plate REF: 48002970
Sump Guard Skip Plate REF: 48002971
Gearbox Skip Plate REF: 48002972
Transfere Box Skip Plate REF: 48002973
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- In this section you have a checklist with all parts included for the installation of your AFN product
- This product should be installed as demonstrated in the product fitting instructions
- If verified that any component is damaged, please contact your nearest AFN distributor
- The specified parts will only fit in the models specified by AFN
- Do not modify any component of the product

This checklist is for product 48002974

NUMBER DESCRIPTION REFERENCE QTY

1 Radiator Skip Plate 47002970 1x

NUMBER DESCRIPTION REFERENCE QTY

2 Sump Guard Skip Plate 47002971 1x

NUMBER DESCRIPTION REFERENCE QTY

3 Gearbox Skip Plate 47002972 1x

4 Bolt M10x130x35 45000243 2x

5 Washer M10 45000039 4x

6 Nylock Nut M10 45000935 2x

NUMBER DESCRIPTION REFERENCE QTY

7 Transfere Box Skip Plate 48002973 1x

8 Plate w/ Welded Nuts 47002973 1x

9 Bolt M10x130x35 45000243 1x

10 Washer M10 45000039 2x

11 Nylock Nut M10 45000935 1x

12 Bolt M8x25 45000996 1x

13 Bolt M8x25 45000557 2x

14 Washer M8 (Big) 45000011 3x

REF.: 48002970

REF.: 48002971

REF.: 48002972

REF.: 48002973

CHECKLIST
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- Wrench
- Ratchet wrench
- Allen wrench

WARNING:
Before you begin installation, read all instructions thoroughly.
Proper tools will improve the quality of installation and reduce the time required.

    - This product should be installed as demonstrated in the Product «Fitting Instructions»;
    - The specified parts, will only fit the models specified by AFN;
    - Do not modify any component of the product;
    - It is recommended that this product is installed by specialized and trained personnel;
    - AFN doesn’t take responsability for changes made in the vehicle by its manufacturer;
    - Work safely and use specialized tools at all times;
    - Always use protective gear.

Tools Required

Mouting Time

FITTING INSTRUCTIONS

- 3 Hours
- 2 Persons (recommended)

Size Torque Nm Torque lbft
M6 9Nm 7lbft
M8 22Nm 16lbft

M10 44Nm 32lbft
M12 77Nm 57lbft
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Step 1

OEM Bolts
OEM Washers

OEM Bolts
OEM Washers

Side View Screws 5 and 6 are tightened with 
the Ref:48002972 (See next page).

Place the Ref: 48002970, and tighten screws 1 and 2, then place the Ref: 48002971 to 
tighten screws 3 and 4. See the image of the side view below. The screws should be 
lightly tightened enough to hold.
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47002970
Radiator Skip Plate

45001571
Sump Guard Skip 
Plate

45001571
Gearbox Skip Plate

45000243
Bolt M10x130x35

45000039
Washer M10

45000935
Nylock Nut M10

x1 x1 x1 x2 x4 x2

Side View

OEM Bolts
OEM Washers

Place the Ref: 48002972, and tighten screws 5 and 
6. 
Now you need to tighten screw 7. Screw 8 must be 
tightened together with the Ref:48002973 (see next 
page).
The screws should be lightly tightened enough to 
hold.
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48002973
Transfere Box Skip 
Plate

47002973
Plate w/ Welded 
Nuts

45000243
Bolt M10x130x35

45000039
Washer M10

45000935
Nylock Nut M10

45000557
Bolt M8x25

45000935
Bolt M8x25

45000011
Washer M8 (Big)

x1 x1

x1 x2 x1 x1x1 x1

Side View

OEM Bolts
OEM Washers

Place the Ref: 48002973, and tighten screw 8 
together with the Ref: 48002972. Then tighten 
screws 9, 10, 11, 12 and 13.
The screws should be lightly tightened enough to 
hold.

Once all the protections are assembled, 
we must give the final tightening to all the 
screws.
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Final Result
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